
TracFeed® TDx 
CharaCteristiC data

english

tracFeed ® tda tdB

Nominal voltage Un
1 V 750 1 500

rated voltage UNe
1 V 900 1 800

rated insulation voltage UNm
1 V 1 200 2 300

standard  
protection 
rating

Maximum  
possible  
protection rating

Control and protection  
compartment

iP3x iP54

doors, side, rear wall iP3x iP31

top iP0x iP31

Bottom iP00 iP20

Variants

Technical data and rated values

Switch panel protection rating

Panel types incomer panel with  
disconnector,  
motorised or  
manually operated

Negative return feeder panel 
with disconnector, motorised  
or manually operated

Combined incomer and 
negative return feeder panel 
with disconnector, motorised 
or manually operated

Panel dimensions
(width x height2 x depth3)

mm 800 x 2 200 x 1 350

Main bus bar, INe
1 a 2 000, 4 000, 6 000, 8 000, 10 000

Feeder / incomer, INe
1 a 2 000, 4 000

rated earth fault current 
INcwe 

1

ka 50 for 250 ms

VRL

L+

L-

example applications

tracFeed® tdx  switCh disCoNNeCtor PaNel (width 800 mm)
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example applications

Technical data and rated values

tracFeed® tdx  CirCuit Breaker PaNel  
(width 500 mm)

Panel types line feeder  
panel

line feeder panel with 
bypass disconnector

Bypass feeder  
panel

Circuit breaker  
incomer panel

Panel dimensions
(width x height2 x depth3) 

mm 500  x 2 200 x 1 350

Main bus bar, INe
1 a 2 000, 4 000, 6 000, 8 000, 10 000

Feeder / incomer, INe
1 a 2 000

2 600
4 000
4 500
6 000

2 000
2 600
4 000
4 500

2 000
2 600
4 000
4 500

2 000
2 600
4 000
4 500
6 000

Bypass bus bar, INe
1 a 2 000

2 600
4 000
4 500

2 000
2 600
4 000
4 500

rated short-circuit  
current / peak of the 
short-circuit current  
INss

1/Îss
1

ka up to 125 / 178 for UNe
1 = dC 900 V

up to 80 / 114 for UNe
1 = dC 1 800 V

Ge-Gerapid Gerapid 2607 / 4207 / 6007

hsCB by other manufacturers on request

rated earth fault  
current INcwe

1

ka 50 for 250 ms



example applications

tracFeed® tdx  CirCuit Breaker PaNel with  
CaBle CoNNeCtioN PaNel (width 800 mm)

Technical data and rated values

Panel types line feeder panel with 
cable connection panel

... with  
cable disconnector

... and bypass  
disconnector

Panel dimensions
(width4 x height2 x depth3) 

mm 800  x 2 200 x 1 350

Main bus bar, INe
1 a 2 000, 4 000, 6 000, 8 000, 10 000

Feeder / incomer, INe
1 a 2 000

2 600
4 000
4 500
6 000

2 000
2 600
4 000
4 500

2 000
2 600
4 000
4 500

Bypass bus bar, INe
1 a 2 000

2 600
4 000
4 500

rated short-circuit  
current / peak of the 
short-circuit current  
INss

1 / Îss
1

ka up to 125 / 178 for UNe
1 = dC 900 V

up to 80 / 114 for UNe
1 = dC 1 800 V

Ge-Gerapid Gerapid 2607 / 4207 / 6007

hsCB by other manufacturers on request

rated earth fault  
current INcwe

1

ka 50 for 250 ms
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Principle circuit diagram example

rPs/413/eN/0916

tracFeed® tdx  switCh disCoNNeCtor PaNel (width 500 mm)
Technical data and rated values

Panel types incomer panel with  
disconnector, motorised  
or manually operated

Negative return feeder panel 
with disconnector, motorised 
or manually operated

Panel dimensions
(width x height2 x depth3)

mm 500 x 2 200 x 1 350

Main bus bar, INe
1 a 2 000, 4 000, 6 000, 8 000, 10 000

Feeder / incomer, INe
1 a 2 000, 4 000

rated earth fault  
current INcwe

1

ka 50 for 250 ms

L-

VRL

Comments:
1 according to eN 50123-1
2 + 65 mm label plate and interconnection main duct
3 Frame depth
4 the effective panel width is 801.5 mm due to  
 a metal intermediate wall

Legend:
hs main bus bar
us bypass bus bar
Vrl Negative return potential connection
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